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TYPE SERIES 
R INVERTER GENERATOR 

Rl250i5 

R2000i5 T 

• With extremely low noise, use more quietly Smaller size and lighter 

weight are suitable for vehicle travel and outdoor emergency use The

intelligent inverter control system can automatically adjust the engine

speed according to the load condition to reduce fuel consumption

• Convenient operation, complete configuration, optional USB port, freely 

switchable between 50 Hz and 60 Hz and realize two machines in parallel,

making it more convenient to use

• The quality of RATO manufacturing is better among similar products

• Novel appearance, small size, light weight, low THD, stable frequency and 

low fuel consumption. 

• Precise control of ignition, intelligent speed control according to load, not

only saving fuel, but also cost-effective and efficient.

• Circuit breaker protection, safer, more reliable and more effective. 

• Humanized design concept, integrated inverter control, clearly visible, 

easy panel operation.

• Unique three-pipe air intake design realizes simultaneous cooling of all 

devices (engine, muffler, converter, inverter). 

• The two-chamber circulating exhaust device separates the exhaust gas 

from the fuel and makes it fully burnt. 

PRODUCT PARAMETERS 

SPECIFICATIONS R1250iS 

Engine type Single cylinder, 4-Stroke(OHV) 
--------------

Bore x Stroke 45x38mm 
--------------

_D_ i _s�p _l a _c _e _m_e_n_t _________ 60cc 

Compression ratio 8.2: 1 
--------------

Rated frequency 50Hz 
--------------

Rated voltage 220V/230V/240V 
--------------

Rated power 1.0kW 

Max.power 1.1 kW 

DC output 12V /5A 

THD <3% 

Starting system Recoil 

Fuel tank capacity 2.6 L 
--------------

Fu 11 Io ad continuum running time 3.5 h 

1 /2 load continuum running time 5.2 h 
--------------

Noise ( 7 m) 57dB-65dB 
--------------

Dimensions ( L x W x H) 450x240x395mm 
--------------

Net weight 13kg 

SPECIFICATIONS 

Engine type 

BorexStroke 

Displacement 

Compression ratio 

Rated frequency 

Rated voltage 

Rated power 

Max.power 

DC output 

THD 

Starting system 

Fuel tank capacity 

Full load continuum running time 

1 /2 load continuum running time 

Noise(?m) 

Dimensions(LxWxH) 

Net weight 

R2000iS 

Single cylinder, 4-Stroke(OHV) 

48.6x43mm 

79.7cc 

8.7: 1 

50Hz 

220V /230V /240V 

1.BkW 

2.0kW 

12V/8.3A 

<3% 

Recoil 

4L 

4 h  

6 h  

58 dB-66dB 

498x290x459mm 

22kg 

R1250iSP 

60Hz 

120V/220V 

R2000iSP 

60Hz 

120V/220V 

l�IDUALITY 

OPTIONAL COLOR 

Available in a variety of colors 

OPTIONAL CONFIGURATION 

*(D) means Electric start optional 

LOADING QTY 

40HQ R1250IS:1176 / UNITS 
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20GP R1250IS:480/UNITS 
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OPTIONAL COLOR 

Available in a variety of colors 

OPTIONAL CONFIGURATION 

*(D) means Electric start optional 

LOADING QTY 

4oHQ R2000IS:875 
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